
PACKAGING  
25Kg PP Bags/Paper Bags, 50Kg PP Bags, 500/850/1000Kg HDPE Bags

TECHNICAL DETAILS:

BRIEF
SMIL-O-GYP is a modified corn starch powder mainly used in Gypsum Board Industry as it is easy to mix with stucco powder while 
producing Gypsum Board. It also increases strength of the board as well as it helps binding other intermediates used together with it.

SHELF LIFE
2 Years from the date of manufacturing.

24M

STORAGE:
To be stored on above ground on clean, dry and dust free warehouse, Maintain ambient temperature, Keep away from water, 
direct sunlight and flames.
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• Works at lower Stucco-Water Ratio
• Better fluidity

CHARACTERISTICS:
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Product Name Modified Starch (Gypsum Board Grade)
Trademark Name SMIL-O-GYP
Appearance Fine White Powder, Odourless
Moisture 14 % Max
Viscosity of 10% paste at 50°C 100 rpm, Brookfield Viscometer 8 - 10 CPS
pH (10% Aqueous Solution) 5 to 7
Sieve Test 150 Mesh 99%

•
• Better fluidity
• Consistent Qualities
• Having better binding properties

Works at lower Stucco-Water Ratio

Appearance Fine White Powder 
Character Cationic
Moisture 13% Max.
pH (10% Aqueous Solution) 4.5 – 6.5
Nitrogen Content Ranges from 0.015 to 0.04 as per requirement
Total Ash 5.0% Max on DB
Sulphur Dioxide 300 ppm Max
Solubility 100% when Cooked
Iron 90 ppm Max.
Mesh Size-pass through 100 Mesh% 85.00

Product Name Modified Starch (Gypsum Board Grade)
Trademark Name SMIL-O-GYP
Appearance Fine White Powder, Odourless
Moisture 14 % Max
Viscosity of 10% paste at 50°C 100 rpm, Brookfield Viscometer 8 - 10 CPS
pH (10% Aqueous Solution) 5 to 7
Sieve Test 150 Mesh 99%

•
• Improved printability and pigment coating
• Smoothness
• Improved surface strength and provides hold out of printing inks.
• Excellent film forming properties
• Fully compatible with pigments, synthetic latexes, inks, etc.
• Have good paste stability, clarity and reduced tendency to retrograde.
• Has lower pasting temperature.
• Provides tough, clear and flexible films.

Excellent pigment bonding strength

SMIL-O-GYP

• Consistent Qualities
• Having better binding properties

*The specifications can be customized as per customer's requirement.


